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Recent Technical Reforms in Communist China's
Iron and Steel Industry

Communist China's iron and steel industry is again attaining steady
results this year. Iron and steel production figures have not been
announced since 1961 and they were not announced this year but, according
to a NCNA cable from Peking dated 23 July, over 280 varieties of new
steel materials were successfully trial manufactured by the various iron
and steel enterprises during the first half of this year (January through
the end of June). The Chicom iron and steel industry has been exerting its
utmost efforts in recent years on diversification and the trial manufacturing
of new iron and steel products. Accordingly, her self-sufficiency rate in
steel materials is rising steadily. The steel materials successfully
trial manufactured this year included over 30 varieties of special performance
steel materials needed for chemical fiber manufacturing plants; cold strip
steel sheets, wide cold-strip steel sheets and countershdaft steel tubes
needed for manufacturing new model automobiles and tractors; oil boring
pipe needed to dig over 3,000-meter deep o0il wells; 120 mm thick high
pressure steel plates needed for large nitrogenous fertilizer equipment
and large power generation equipment; and steel materials requiring
complex and advanced techniques, These steel materials reportedly raised
Communist China's self-sufficiency rate a step higher than her hitherto
self-sufficiency rate of 95 percent.

The An-shan Iron and Steel Corporation, which is the largest iron and
steel enterprise in Communist China, exceeded its production goals for
steel materials, steel ingots and pig iron for January-May of this year.
Calculating in terms of average production standards, the production
increases for this corporation compared to its production volume for the
4th quarter of last year was 8.8% in steel materials, 9.6% in steel ingots
and 16.2% in pig iron.

The above results cannot be separated from the recent technical reforms
being rigorously advanced in Communist China's iron and steel industry.
These technical reforms are not limited to the iron and steel industry.
Taking the form of a mass movement, they are being conducted on a large
scale in various areas of production including agriculture as a movement
to compare, learn, overtake and support. During the past six months for
example, the workers of the An-shan Iron and Steel Corporation submitted
over 10,000 technical reforms and technical revolution proposals; 4,000
of them were implemented. The Wuhan Iron and Steel Corporation, which is
the second largest iron and steel combine in Communist China, successfully
implemented over 250 reforms to increase the daily production of its blast
furnaces 5-10 percent and to more than double the life expectancy of its
open~hearth furnaces. These technical reforms are also being advanced
extensively in all the other iron and steel enterprises in Communist China.
The major and vital technical reforms that deeply affect iron and steel
production jin Communist China are as follows:
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Adoption of Fuel Injection by the Plast Furnaces of the An-shan Iron
and Steel Corporation

According to a NCNA An-shan cable dated 18 July, the various blast
furnaces of the An-shan Iron and Steel Corporation have been employing a
new fuel injection technique since April of this year. Coke is the principal
fuel being used by the blast furnaces for smelting pig iron. Since the
injection of liquid or gaseous fuel would result in huge savings of coke
and raise the production capacity of the blast furnaces, the nations
throughout the world possessing highly developed iron and steel industries
are extremely interested in this new technique. Various types of fuel can
be injected into the blast furnaces i.e., heavy oil, natural gas, coal dust
or a mixture of coal dust and heavy oil; the fuels being used by the
An-shan Iron and Steel Corporation are heavy oil and tar oil.

In 1963, the An-shan Iron and Steel Corporation began testing and
experimenting with the new techniques in fuel injection. It began injecting
heavy oil in Blast Furnace No. 1, trial injecting tar oil in Blast Furnace
No. 2 soon thereafter, and succeeded in both attempts. On the basis of
these experiences, the An-shan Iron and Steel Corporation mobilized its
workers and dispatched them to neighboring iron and steel enterprises to
propagate the use of fuel injectiopn in blast furnaces.

The adoption of fuel injection has resulted in a huge decrease in
the consumption of coke at the An-shan Iron and Steel Corporation. According
to calculations, of the various factors contributing to the decrease in
the consumption of coke, fuel injection accounts for about 40 percent.
The decrease in the consumption of coke reportedly saves 170,000 tons of
coke per year and lowers operating costs more than 4,000,000 yuan (about
600,000,000 yen). Since the sulphur content of heavy oil and tar oil is
less than the sulphur content of coke, the sulphur content of the pig iron
is reduced substantially, resulting in an overall improvement in the quality
of the steel. Fuel injection is also extremely profitable because it
equalizes the temperature within the blast furnace, improves the technical
conditions for the operation of the blast furnace, prolongs the life ex-
pectancy of the furnaces, produces good quality products and guarantees
security.

¥nstallation of a Simple Steam Collection Device at the An-shan Iron and
Steel Corporation

In February of this year, a simple steam collection device was in-
stalled on one of the bloom heating furmces of the medium-size rolling
mill of the An-shan Iron and Steel Corporation. This device is capable of
collecting four tons of steam per hour. This steam attains a pressure of
3.5 times atmospheric pressure, which is sufficient to satisfy all the needs
of the mill including the coal gas producer, the steel material acid tank,
the mess hall and room heating.

The thermal energy dissipated monthly by the 7-unit cooling water
pipes of the two bloom heating furnaces of the medium-size rolling mill of
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the An-shan Iron and Steel Corporation is equivalent to the thermal capacity
generated by over 1,000 tons of coal. Noting the steam being dissipated
from the cooling water flowing out from the bloom heating furnaces, the
workers began giving thought to a method for collecting and utilizing this
untapped source of energy. After a series of experiments by the workers,
technicians and cadre of this medium-size rolling mill, they successfully
drafted a blueprint for this simple steam collection device during the
first quarter of last year. They were aided in this technical reform by
funds and technicians provided by the leaders of the An-shan Iron and
Steel Corporation. Finally, in February of this year, after a 5-month
effort, this steam collection device was installed on one of the bloom
heating furnaces. '

The technique of collecting the steam from the cooling system of the
bloom heating furnace, which is commonly referred to as "vapor cooling',
is a new technique that began appearing throughout the world this past
ten-odd years ago. A number of industrially developed countries are ex -
tremely interested in this technique becasue it permits the collection
and use of this huge volume of wasted steam for production and livelihood
needs; it also curtails the need for special steam generation equipment
and manpower. The successful adaptation of "vapor cooling' by the medium
size rolling mill of the An-shan Iron and Steel Corporation is being noted
with interest becasue it heralds the adoption of this new technique by
Communist China.

According to the officers and cadre of this medium size rolling mill,
the merits of steam collection are as follows:

1. Huge savings in auxiliary equipment and maintenance costs. By
collecting steam from the bloom heating furnace, this rolling mill has
been able to suspend the operation of its two steam generation boilers;
preparations are under way to divert them elsewhere. By adopting vapor
cooling for the other bloom heating furnace, this rolling mill will be
able to eliminate its entire cooling water heat radiation equipment -
water tower, reservoir, pump and cold water stand. Thus, in the construction
of rolling mills hereafter, invaluable experience has been gained whereby
there will be little or no need to construct steam boilers and no need to
construct cooling water heat radiation equipment,

2. Savings in manpower, water, coal and electric power. After
implementing vapor cooling, this rolling mill realized savings consisting
of 15 workers, and over 800,000 tons of water and 5,000 tons of high-grade
coal per year.

3. Steam collection is beneficial for extending the life of the
equipment for cooling bloom heating furnaces and for raising the quality

of steel materials.

Moreover, from the experiences of this medium size rolling mill, the
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technical aspects of this vapor cooling equipment is not very complicated,
it does not require a large investment, its construction period is short,
it does not require special materials and its total investments can be
recovered in an extremely short period, This medium size rolling mill
recovered its total investments of 33,000 yuan (about 5,000,000 yen) in
merely two months and is beginning to show a profit of 25,000 yuan
(3,750,000 yen) per month.

The medium-size steel sheet plant, the small-size rolling mill,
the pipe welding plant, etc. of the An-shan Iron and Steel Corporation
are actively engaged in the implementation of this new technique. Some
are designing fixtures and some are already in operation.

An-shan Iron and Steel Corporation's Resintered Ore Measuring Instrument

and Hydraulic Spinner for Dressing Ore

Extremely noteworthy are the An-shan Iron and Steel Corporation's two
major innovations to raise the quality o sintered ore and dressed ore.

The innovation for raising the quality of sintered ore, called the
"resintered ore measuring instrument'", is a measuring instrument which was
successfully manufactured by YANG Kuei-hua, senior gas engineer of Sinter-
ing Shop No. 2 of the General Sintering Plant of the An-shan Iron and
Steel Corporation.

In the process of producing sintered ore, small granules of ore are
produced which mist be sintered again before they are usable. They are
called "resintered ore" in Communist China. Heretofore, the General
Sintering Plant of the An-shan Iron and Steel Corporation did not possess
the equipment for measuring resintered ore. Accordingly, the quality of
the sintered ore was affected because they could not gage accurately
the amount of ore to be resintered. The ideal method for resolving this
problem was to equip the plant with a resintered ore measuring instrument
but Communist China had never manufactured equipment of this nature before
and the Chicom technicians had checked through foreign technical data but
they were unable to find an appropriate method, Making up his mind to con-
struct an appropriate instrument through his own efforts, and obtaining
hints from round HINICHI (phonetic) calculators, etc., YANG conducted a
series of experiments and, finally, after six experiments supported by
the party organization, plant cadre and plant workers, he succeeded in
trial manufacturing this resintered ore measuring instrument.

Resintered ore measuring instruments are attached to four sintering
machines of Sintering Shop No. 2 of the General Sintering Plant of the
An-shan Iron and Steel Corporation at the present time. Fifteen months
of actual production verify the fact that these measuring instruments have
stabilized and raised the quality of sintered ore to a marked degree.

The quality of Sintering Shop No. 2's sintered ore was raised from about
95% acceptable to over 99% acceptable during the past several years and,
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in April and May of this year, it attained the all-time high of 100%
acceptable.

The quality of the An-shan Iron and Steel Corporations's ore dressing
was raised appreciable due to the introduction of the hydraulic spinner.

The machinery being commonly used for dressing ore in Communist China
at the present time is the spiral separator. The crushed ore is passed
through the separator and the finely ground ore granules are selected for
smeltering. But this machinery weighs as much as 46 tons, its structure
is huge and bulky, and it is relatively inefficient.

The hydraulic spinner, a type of centrifugal separator, had been used
heretofore by Chicom iron ore and coal dressing plants exclusively as a
water and dirt remover but, internationally, it had been attaining favorable
results as an ore dressing separator. With the support of related scientific
research units, the An-shan Iron and Steel Corporation had been conducting
years of experimenation and research on the use of the hydraulic spinner
as an ore dressing separator and, recently, it had mastered the required
techniques.

By replacing the spiral separator with the hydraulic spinner, the
An-shan Iron and Steel Corporation has been able to improve the granular
size of its ore dressing and to raise its separation efficiency about 9%.
This hydraulic spinner weighs merely one ton, its structure is simple and
one hydraulic spinner represents a saving of 80,000 RKWH of electric power
per year. Moreover, this vital innovation is available to all the ore
dressing plants throughout Communist China.

According to an article by HO Cheng-p'ing in the Jen-min Jih-pao
dated 16 August, the East An-shan Steel Mill has improved its hematite
flotation process and made a hugh contribution to greater production by
lowering its daily losses in refined ore granules from over 150 tons to
about 8 tons. Moreover, it has contributed greatly to the development of
hematite flotation techniques in Communist China.

Whether the hydraulic spinner method is or is not being employed is
unknown,

Overall Life of Open-Hearth Furnace No. 20 of the An-shan Iron and Steel
Corporation

The large Open-Hearth Furnace No. 20 (charge increased from 360 tons
to 440 tons in April 1959) of Steel Mill No. 3 of the An-shan Iron and
Steel Corporation has been operating its throat, front and rear walls
and mouth continuously for 20 months to set an overall furnace-life record
totaling 1,210 runs. This may also be called amajor technical innovation.
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Overall furnace life must include, in addition to the throat of the
open-hearth furnace, its front and rear walls, its mouth, its sediment
room and its regeneration room, From 9 September 1963, when Open-Hearth
No. 20 was partially repaired and returned to service, through 8 May of
this year, its technical and economic indices - fire-proof material, fuel
consumption, coefficient of utilization, rate of operation, smelting time,
etc. - have attained the top level among the similar type open-hearth
furnaces in Communist China., For example, its coefficient of utilization
(tons of steel manufactured in 24 hours per 1 m® furnace floor) rose to
9.26 tons, 1.29 tons higher than the previous period. It consumed 7.07 Kg
of magnesium fire-proofing material per ton of manufactured steel, which
is the lowest record in the consumption of magnesium fire-proofing material
since the inception of this mill. The rate of operation rose to 92.7%,
which is 2.95% higher than the previous period. Thus, during this period,
this open-hearth furnace exceeded its production goal by over 35,100 tons
of quality steel.

In length of continuous service and number of smelting runs, the
record of this open-hearth furnace and its various components is unprecedented
in the history of steel manufacturing in Communist China and unique in the
history of steel manufacturing throughout the world. 1In the future develop-
ment of the overall life of Chicom furnaces and their components, the ex-
periences gained from Open-Hearth Furnace No. 20 are expected to be in-
valuable. For this reason, many of the workers from other open-hearth
furnaces are being dispatched to Open-Hearth Furnace No. 20 to study its
advanced techniques.

Shih-ching-shan's Oxygen Blow-Up Steel Manufacturing Method, Etc.

Another advanced and noteworthy steel manufacturing method is being
employed at the newly added revolving furnace steel manufacturing plant
of the Shih-ching-shan Iron and Steel Corporation. It is a new metallurgical
technique called the revolving furnace oxygen blow-up steel manufacturing
method, All the machinery for this plant was designed, manufactured and
installed by Communist China herself., The construction of this plant
represents a new development in Communist China's metallurgical industry.
It can be said that she has gained the experience to construct additional
new and larger plants.

The successful trial-manufacture of a new surface cutter for smoothen-
ing out the surface irregularities on steel materials and castings by the
Shen-yang Wireless Equipment and Materials Plant has made a noteworthy
contribution to Communist China's steel materials processing techniques.
Heretofore, Communist China had been removing the surface irregularities
on her steel materials and castings with air chisels and electric grinders,
resulting in excessive waste, low efficiency and inability to guarantee
the quality of the workmanship. But this new surface cutter, operating on
coal gas or acetylene, makes it possible for one person to remove surface
irregularities from various large steel materials and castings without
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effort, it is 20-odd times more efficient and it improves the quality of
the finished product. This new surface cutter is being used on a trial
basis in a number of plants affiliated with the An-shan Iron and Steel
Corporation with favorable results.

The above represent the key technical innovations reportedly adopted
by the Chicom iron and steel industry during this year. In conclusion,
special mention must be made regarding the hugh efforts being employed and
the major results being attained in the utilization of industrial waste
by the three major industrial cities in Northeast China - An-shan, Fu-shun
and Shen-yang. How touilize, dispose of and convert industrial waste
to profit is one of the major problems confronting industrial production
and eity construction. An-shan, Fu-shun and Shen-yang were typical of the
initial Chicom cities to experience this problem. From last year, they
began implementing as many as 205 major and minor projects dealing with
the disposition and utilization of industrial waste including the construction
of city sewage treatment facilities, city sewage water trunk lines for
farm irrigation, drainage for polluted water from plants and mines;
settling reservoirs, neutralizing reservoirs, recovery towers and dust
removers for waste gases; brick and cement plants using waste matter as
raw materials; and other recovery equipment. 83 of these projects have
been completed in successive intervals and they are already in operation.
In Shop No. 2 of the General Sintering Plant of the An-shan Iron and Steel
Corporation, for example, close to 100 tons of fine ore is being recovered
from soot daily.
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CHINA'S NEW MIXED COAL THEORY WHICH HAS MORE THAN
DOUBLED COAL RESOURCES AS RAW MATERIAL FOR COKE

So-called coke which can be obtained with high-temperature
carbonization of coal iss for the most part used in the metallurgical
industry. Especially, a great smount of coke is consumed in iron
manufacture, and coke used for iron manufacture must have especially
excellent quality and good quality raw materials are necessarye
However, raw material coal of good quality is not produced everywhere,
and recently there has been caution concerning its world-wide: in-
sufficiency. Even in China, coal deposits are abundant, but com-
paratively little coke coal has been prospected until now. Moreover,
accompanying the rapid development of the metallurgical industry,
demand for coke has daily increased, producing a stringency of raw
material coal. However, in China the former mixed coal theory has
been: recently broken through, and various kinds of coal which until
now have been considered to be unusable in coke carbonization have
appeared on the scene and opened up a great future for the metallurgical
industry and the coke industry.

Paot'ou Iron and Steel Company Which Hardly Used Local Cosal

The Paot'ou Iron and Steel Company was built in 1957, and since
beginning operation, it has hardly been able to use the abundant coal
of Inner Mongolia for coke carbonization, its percentage being lss
thanm 10 percent and at times not exceeding 1 percent, Depending on
the extent of change of quality in coal formation, there is coal from
the very worst peat and brown coal to long-burhing coal, gas coal,
rich coal (hitan), coke coal, lean coal (sotan), poor coal, and
anthracite coal, Among these, as raw material coal for coke are used
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the four kinds of gas coal, rich coal, coke coal, and lean coal,

Gas coal is a kind of bituminous coal and contains comparatively

much volatile matter, and when air is cut off and it is heatsd, a

large amount of coal gas and chemical products are formed. However,
since gas coal, at the time of carbonization, gives off a great amount
of gas and contracts, very many slender longitudinal cracks are pro=
duced, and since the coke breaks easily, it is very unfavorable for

iron manufacture. Rich coal is also a kind of bituminous coal, but

its volatile matter is lower than gas coal, and since when it has

been heated, considerable colloidal body is formed, the coking property
is strong. However, since the independently carbonized coke has many
lateral cracks, its strength is inferior, and it is small and breaks
easily, this is also not ideal coke for use in smelting., The volatile
matter of lean coal is very little and the colloidal body is considerably
little, and lumps of the carbonized coke are large and cracks are also
few, but there is much coke powder and its: antiabrasive property is

poor, and consequently, it cannot be used independently in iron manu-
facture. Only coke coal is an ideal raw material coal which when heated
produces colloidal body of good heat resistance, has high carbon content,
the lumps of coke are large and uniform, cracks are few, and the strength
and antiabrasive property are good. However, resources of it are not
very great, and moreover, since it has great expansion pressure, when

it is placed independently in coke ovens, it sometimes destroys the
ovens, Consequently, coke is made by combining the above four kinds

of coal at a suitable ratios

In the experienge of foreigm countries, it has been considered
up to now that coke coal has to be principally used in mixed coal, with
at least 30 percent, and that a fixed ratio of rich coal, gas coal,
and lean coal, cannot be freely changed, and this manner of thinking
was taken over in China, And, in Inner Mongolia there has been much
gas coal and rich coal, with very little coke coal and even less lean
coal,

Since most raw material coal has been brought long distances
from Shansi, Hopeh, and the Northeast, the source of supply has been
unstable, the quality low, and the recovery rate of chemical products
bad and cost high, Therefore, the Metallurgical Industry Department
and the leadership of the Paot'ou Iron and Steel Company had formerly
proposed to the coke plant establishment of coal supply sources in.
Inner Mongolia. However, some of the administration, leadership,
and technicians of the coke plant were under the restraint of foreign
experience and theory,-amd having had a fixed concept for a long time
concerning Inner Mongoliam coal, did not lend an ear to this opinion.
Some of the technicians of the coke plant had a &@ifferent opinion
econcerning this question, but did not succeed in shaking the forces
of tradition.

Decision to Use Local Coal in the Anti-Waste Movement

In the anti-waste, increased production, ecenomy movement
which unfolded in 1963, the employee mass of the coke plant pointed
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out that long-distance transportatiom of coal is counter to the fund-
amental principle of rational utilizatiom of national resources and
is uneconomiec, The mixed-coal rule of foreign countries asserts that
if coke coal is not principally combined in coke coal, good quality
coke cannot be made. This rule was largely produced and formulated
im countries of abundant coke coal resources and is suited to their
specific conditions, and by means of it, coke of good quality and low
price is manufactured., However, in countries of not very abundant coke
coal resources, the cost becomes high, the production amount is limited,
and without fully utilizing China's coal resources, development of
China's iron and steel industry is hindered, In China, based on the
status of China's coal resources situation, there had to be a mixed-
eoal rule which corresponded to the characteristics of resources of
various places, However, for this, revolution was necessary, and
first of all the 0ld restriction of foreign theory had to be broken
through, The leadership and technicians of the coke plant became
enlightened through studying philosophy, and breaking through the
restrictions of foreign theory and setting out from the actual situa-
tion in China, they strengthened their resolve to seek out a new path
for solving the problem of coal used for coke by means of research
and scientific experimentation.

Breaking Through Existing Theory and Increasing the Percentage
of Rich Coal and Gas Coal

In the latter part of 1963, technicians, production management,
and supply purchasing personnel of the Paot'ou Iron and Steel Company
and the Anshan Coke and Refractory Materials Design and Research
Institute investigated in detail several coal mines of the Inner
Mongolian Autonomous Region, such as the Shihkuaitzu, Laoshihtan,
Niaota, and Yangkoleng coal mines, When they returned, they immediately
began research, determining properties of the wvarious kinds of samples
and obtaining various data, for example, strength and antiabrasive
property, thicknegs of the colloidal layer, expansion pressure, and
volatile matter, They also conducted carbonization experiments in
semiindustrial ovens and industrial coke ovens. As a result of the
experiments it was found that the indexes of the Laoshihtan coal in
such things as thickness of the colloidal layer and strength of
single-type coal carbonization were all near Chinghsing coal, and
that it is good quality coal. However, the single-type coal coking
property, structural strength, and antiabrasive property of the
Inner Mongolian Wutangkou gas coal were all inferior to the Tangshan
coal which they had used until then, Couldn't good quality coke be
made substituting these coals? They came to grips with this difficult
problems According to the until then isolated, old, one-sided opinion,
Wutangkou coal, Chinghsing coal, and Tangshan coal could absolutely
not be interchanged., However, they né longer thought so. Are not
these differences merely characteristics of various kinds of coal
and are there not also common aspects? As the result of concrete
analysis, they discovered that there was a very great common point in
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the three kinds of coal, namely, that the amount of colloidal body
which they produce does not .vary: very much. The thickness of the
colloidal layer of Chinghsing coal is 21 mm., of Tangshan coal 19 mm.,
and of Wutangkou coal 22 mm., and thickness and property of the
eolloidal layer are principal factors determining the viscosity and
eoking property of coal, If there is not a great difference im the
thickness of the colloidal layers, why cannot good quality coke come
from more gas coal and less coke coal? As the result of numerous
experiments, they proved that the quality of coke made with Tangshan
gas coal instead of Chinghsing coke coal was even better, and that
with suitably increasing the Wutangkou gas coal with gas and rich coal,
coke of a definite quality could be carbonized, lioreover, since the
volatile matter of Wutangkou coal is high, when Wutangkou coal is:
combined in quantity, recovery of chemical products (coke byproducts)
increases, In this way, the existing restriction that coke coal pre-
dominated in combinatioms of coal used for coke was for the first time
broken through,

Grasping the Merits of Various Kinds of Coal mot in Isolation
but Comprehensively

Without studying characteristics of various kinds of coal in
isolation, they studied interactions when several kinds of coal were
classified and combined, For example, the volatile matter of gas coal
and rich coal is comparatively high, and with the experience until then,
it was considered that in cases in which much rich coal was used, nuch
gas coal could not be used, and that if that were not so, quality of
the coke would deteriorate. Under the restraint of this technical
restriction, it was thought that when rich coal produced in Inner
Mongolia was used, not much Inn ongolian gas coal could be used,
Therefore, although the Shihkuaitzu coal mine is near by, since it
produces gas coal of inferior coking property, it was not used very
much., This time, they specifically analyzed characteristics of the
Shibkuaitzu coal and discovered that the thickness of its colloidal
body layer is only 12 mm,, and that the coking property is bad and
the ash content too high, However, the rich coal deposits of the
Niaota coal mine are very large and the thickness of the colloidal
body layer is generally more than 30 mm. Therefore, they wondered
thether if they combined the Shihkuaitzu coal with a large amount of
Niaota coal of good viscosity, mutually supplementing merits and
demerits, could not good quality coke be carbonzied? After several
tens of experiments, and based on the actual situation, they increased
the mixture amount of Niaota coal to 25 percent and made the Shihkuaitzu
eoal ebout 15 percent., In accordance with that, coke coal was reduced
by 20 percent, and good quality coke could be carbonized and the amount

of Shihkuaitzu and Niaota coal used increased to more than twice that
used before.

Gaining Lessons from Repeated Successes and Failures
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They had many vicissitudes of fortune until they attained
success, At first, when a group of persons proposed that if weak coking
coal produced at Tatung were partially used and at the same time more
rich coal and gas coal of Inner Mongolis were combined it would be
possible to increase the volatile matter of the coal, shorten the
transportation distance of the coal, and decrease the cost of coke,
the plant management was dubious. However, it was learne@® that another
plant was mixing Tatung coal, and it developed that if everyone thought
it would be extremely beneficial, it would at least be tried, and in
the first test, when 5 percent was mixed, coke of very good quality
was produced, In the second test, it was made 10 percent, and indeed,
coke of good quality was produced., Since, by computation, if a 10
Percent combination were continued more than 1,400,000 yuan could be
saved per year, and even with 5 percent, more than 700,000 yuan could
be saved, the plant leadership was delighted and had self-confidence,
However, after two days, since the combination of gas coal from the
Shihkuaitzu coal mine was increased, the quslity of coke declined.
Thereupon, the old technical restriction again raised its head, and
since the Tatung coal did not change to coke, they shrunk from the
difficulty saying that it was att times good and bad, and therefore
useless,

Also, when by means of a series of experiments they proved
that Laoshihtan coal is an excellent rich coke coal which is as good
&s Chinghsing coal, the people were extremely delighted. However, a
problem arose in coal washing, That was that the recovery rate of
washed coal was very low, being only about 30 percent, Technicians
of the plant went to the coal-washing workshop and immediately handed
down: the decision that Laoshihtan ecoal is useless coarse coal, and
that when three tons of coal are washed, only one ton is obtained,
and the cost is too high. However, the majority of the technicians
and workers thought that since the cause of the low recovery rate of
washed coal was not clear, it was too early to come to the decision
that it was a failure, and they decided to summarize their experience
and gain lessons, This time, as the result of detailed study which
extended over several days, it was learned that there is much crushed
powder in Laoshihtan coal, and that when washed with water it is apt
to congeal and is at times washed away by the water, which affects
the recovery rate, Since the cause was made clear, the leadership
and technicians discussed and analyzed it together with the workers,
and since the operation was improved, the amount of wind and water
adjusted, and the congealing problem solved, the recovery rate increased
to more than 50 percent, and thus, the evaluation of Laoshihtan coal
was changed from bad quality coal to good quality coal.

Seeking the Mixture Ratio and Coke Oven Temperature
Such things occurred many timesi, At the end of 1963, by meanus
of more than 200 experiments on iron boxes and large ovens, the re-

striction that if coke coal was not principally used, good coke
eould not be made, was fundamentally broken through, and at the time the
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1964 plam for coal use was made, they decided to fundamentally cease
use of Chinghsing coke coal and to use 40 percent Inner Mongolian
coal, However, later, since the carbonization time was reduced be-
cause of the necessity of increased iron and steel production, the.
quality of the coke again dropped. Encountering a new difficulty,

the o0ld restrictiom which had previously been broken through again
raised its head, and it was regretted that indeed coke coal was better
and that when there was little of it, it did not go well, and that

the ratio of Inner Mongolian coal should not be made high, In order
to restore the quality of the coke, they increased the combination
ratio of coke coal to 25 percent. However, the quality of the coke
did not improve. Upon analysis and research, it was learned that

the principal reason the quality of coke dropped was not that the amount
of coke coal used was decreased but was because the combination ratio
of raw material coal and the carbonization temperature had not con-
formed to requirements of the shortened carbonization time. When the
combination ratio and the temperature of the coke oven were adjusted
and several tens of tests conducted, the quality of coke again rose,
even though 40 percent Inner Mongolian coal was used and, as before,
only 10 percent coke coal was used,

Amount of Inner Mongolian Coal Used Reaches 70 Percent

The ratio of Inner Mongolian coal has gradually increased and
has now reached 70 percent, and the amount of coke coal used has de=-
creased to 20 percemt, With mae than one year of practice, it has
Leen demonstrated that the quality of coke made from Inner Mongolian
coal has completely met standards and is suitable for use in blast
furnaces, The crush-resisting strength of coke which has most con-
cerned people has increased eight kilograms from before, and various
qualities detrimental tc iron manufacture have been greatly reduced
from before, and the recovery rate of byproducts which are used in
the manufacture of agricultural chemicals has increased, Since the
coke plant of the Paot'ou Iron and Steel Company has come to use much
locally-produced coal, the average transportation distance of coal
has been reduced by more than 200 kilometers, and since coal trans-
portation costs have decreased, coke production costs have also been
greatly lowered,

Sixty Percent Gas Coal Used by Wuhan Iron and Steel Company

Since the coke plant of the Paot'ou Iron and Steel Company
succeeded in carbonization of good-quality coke using 70 percent
rich coal and gas coal, many coke plants throughout the country are
manufacturing good-quality coke with rich coal and gas coal as prin-
cipal raw materials, For example, the coke plants of the Shihchingshan
Iron and Steel Company and the Taiyuam Iron and Steel Company, to=-
gether with using rich coal as a principal raw material, are partially
mixing weak coking coal which it has heretofore been considered could
not be fundamentally used in coke carbonization. However, stirength
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of the carbonized coke has increased from before, and the ash content
is also less than in previous coke, The Wuhan Iron and Steel Company
carbonizes coke qualified for use in iron manufacture using 60 percent
gas coal off rather high colloidal body (depth of colloidal layer about
18 mm.). The coke plant of the Anshan Iron and Steel Company also uses
50 percent gas coal, and the guality is good, it is suitable for large-
sized blast furnaces, and ash content is lower than in previous coke,

This technical accomplishment in combination of coal used for
coke has very great significance for the development of China's coke
and metallurgical industries, According to rough statistics, if coke
is carbonized with rich coal and gas coal as principal raw materials,
coal which can be used in coke carbonization, as calculated with de-
posits which are presently known, will increase twice over previously.
If to that is added coal which has not been used in some coke carbon=-
ization, the raw material resources of China's coke industry again
greatly increase,

Overcoming All-Country Irrationality With New Combination
Methods

China's coke industry has for more than the last ten years been
completely based on the coal combination theory of foreign countries.
Therefore, it has been considered that using the four kinds of coke
coal, rich coal, gas coal, and lean coal im earbonization of coke,
coke coal must predominate and be made at least more than 30 percent,
However, in China, among coke raw material coal which has already been
investigated, deposits of gas coal are greatest, and there is com-
paratively little coke coal, Also, the regional distribution of various:
kinds of coal is unbalanced, Thus, at many coke plants, they have had
to take the long way around and have coke raw material coal delivered
in large quantity from other districts, and throughout the country,
the illogical phenomenom has occurred of transporting coal from south-
to north and north to south., Thus, transportation strength has been
devoted to this and the cost of coke has increased, Another important
fact is thgt China's coal resources could not be rationally used.

Bright Future in Resources of Raw Material Coal Used for Coke

Since coke has come to be carbonized with rich coal and gas
coal as principal raw materials, the previous method of supplying
coal from long distances regardless of coal in places near numerous
coke plants has changed, since there is gas coal in many regions, and
therefore, transportation costs have lessened and the cost of coke
has declined, For example, in the case of the previously-mentioned
coke plant of the Paot'ou Iron and Steel Company, at the present time,
the coal transportation distance has been reduced by an average of 24
percent from previously, and the transportation amount has been re=-
duced by 130,000,000 ton~kilometers, Production costs reduced as a
result of this have reached more tham 1,400,000 yuan.

The new mixed coal technology has also increased the volatile
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mattédr ratio of coal and has increased chemical industrial products,
and therefore, agricultural and fertilizer productiom has increased,
At present, in all principal coke plants throughout the country,
for example coke plants of the Paottou Iron and Steel Company, Shih=
chingshan Iron and Steel Company, Chungking Iron and Steel Company,
and the Wuhan Iron and Steel Company, have been established coal com=
bination experimentation stations, and they are continuously conducting
coke carbonization scientific experiments and creating conditioms for
further ‘expansion of new kinds of use. This new road which has been
opened up in resources of raw material coal used for coke which had
become a bottleneck in development of the iron and steel industries
will probably henceforth be widened more and more,
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1965 RESULTS OF COMMUNIST CHINA'S STEEL INDUSTRY

A. 500 New Products Successfully Test Mamufactured

Cemmunist China attained great results in steel industry during 1965.
According te Peiping NCNA despatch, Cemmunist China achieved their preduc~
tion goal fer steel, pig iron, steel materials, cekes and iron ores one menth
ahead of sehedulgrimso succeeded in test manufacture of over 500 new steel
products needed by the country.

Communist China's goal is te become self sufficient in steel preducts
soon; therefore, they have been carrying out test mamfacture of steel preducts.
During the past year, they succeeded in manufacture of stainless and ether high
grade steel alloys having special heat resisting, high pressure resisting, rot
resisting and warp resisting characteristics. Some of the steel products of
last year include thick plates for high pressure beiler used in 5,000 te 10,000
ton hitregen fertilizer facilities, light weight channel steel for manufacture
of new type tracters, cold relled thick plates, deep drawing use celd rolled
steel plates, new type propeller shaft steel tube of teugh and durable quality
for automebile industry, "cencave" type spring flat steel, special steel alloy
thick plates for petboleum cracking facilities, thin steel tubes, steel pipes
for boring eil well beyend 3,000 meters, spiral type oil radiater, and extra
low sarben stainless steel for vinylon mamufacturing facilities. The increase
in pig iren production greatly impreved the ratio of self sufficiency in steel
materials which improved the conditioen for the realizatien of their third S year

plan starting in 1966.
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The workers of steel industry improved the quality ef their products and
in the case of an open hearth steel, the quality is all first class and the
second class was eliminated.

They have alse achieved great results in the adoptien and develepment of
new techniques. The NCNA of 22 December stated that"the advancegggz;gen inject~
ing technique in'converters and various injecting techniques in blast furnaces
are now being applied in production. The sheet rolling mill 1lifts of Shanghai
No. 3 Steel Plant are being widely propagated through other rolling mills in
China. The coal blended ceke téchnique develeped in China is being adepted in

various coke plants. These new techniques formed a technical foundatien for

faster and better development in iron and steel industries of China."

B. Over LOO New Products at Anshan Steel Company

The Anshan Steel Company, a largest steel plant in China, designed and
produced over LOO new steel materials used for agricultural machines, petreleum
and chemical industries, automobile industry, light industry and for newly ris-
ing industries. In addition, high strength steel tube for oil drilling, steel
plates for high pressure container of 300 atmospheric pressure, seamless tube
of 1lmm thick, steel plates for 10,000 ten ocean going vessels, and materials
for tractors and automebiles. The company alse preduces in large quantity steel
of various sizes and shapes.

Most significant achievement of this company was the success in test manu~
facture $f over 170 types of low alloy high strength steel. This type of steel

is highly regarded by all advanced nations. In the manufacture of this steel,
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a small amount of alloying element such as silicon, manganese, boron and rare
earth are added into an ordinary carbon steel. The chemical reaction caused

by adding these elements strengthens the ordinary carben steel to withstand lew
and high temperature, wear and shock and improves the welding characteristics.
The cost of manufacturing is reduced because of the small quantity of alleying
element used., It has been estimated that the cest of commodities and facilities
can be reduced by about 20%.

Communist China has been using 6mm ordinary carbon steel plates in chassis
and frames of small size jeeps, but has been changed to 3mm plates developed by
the Anshan Steel Company. The reduction &én thickness increases the loading
capacity, decreases the weight of vehicles and also the cest of production.‘

It is said that the use of low alley high strength channel steel manufsctured
successfully by the Anshan Steel in August 1965 in chassis and frames of tractors
increases the pulling power by 37%. It was discovered that the twisting of
chassis and frames of "Hung-ch'i" tracters after long use was due te inadequate
strength of steel used; therefore, the workers ef the plant came up with this
new steel material.

The steel plate and rolling mill and the medium size relling mill ef the
Anshan Steel Company are manufacturing lew alloy high strength steel plates,

I steel, square steel and channel steel for bridges. It is claimed that the
weight of bridges has been reduced by 19%.

The productien of this low alloy high strength steel is small in relatien

to preduction of ether steel materials but the workers at Anshan Steel will

9

continue their effbrtszéonducting researches, increasﬁlcommodities and expandij
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production for the pecple's econemic development.

C. Improvement of Basiec Structures and Blast Furnace at Anshan Steel

Another neticeable accemplishment of the Anshan Steel Company is the
completion of plants for cearse crushing of iron ores, sintering, sifting,
rolling, "acid-alkali bath" and large exygen station. Tyese plants are now in
production.

The iron ore crushing plant is located at Yen-ch'isn Shan iron ore mine.
Pricr to the construction of this plant, werkers used te crush ores with [sledge]
hammerﬁ, but the plant is capable ef crushing 60 tens of ores Im-two minutes
which will increase the preductien ‘many fTolds <.

Sintering and siftirgplant was completed at East Anshan Sintering Plant
which indicates that better quality material will be fed inte the productien
of steel materials.

The newly censtructed acid-alkali bath will remeve rusts and other blemishes
from the surface of steel materials to improve the quality of steel oroducts.

A large exygen manufacturing machine installed at oxygen station converts
liquified air to below}i70° and later reselve oxygen and nitrogen. This statien
was established to promete development of epen hearth exygen steel making tech-
nigues,

Designing and mamifacturing ef facilities for abeve plants were all carried
out domestically by the Chinese workers.

In additden to abeve, the Anshan Steel Cempany has completed renovating

the blast furnaces Ne.l, No. 7, No.9 and No. 10 under the most medern techniques.,
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Out of the four renevated furnaces, No. 10 was built by the Chinese but the
ether three were left behind by the Japanese and was considered not able te
comply with the demands of technical development. However, renovation combined
with everhauling was carried out last year. The bottoms ef blast furnaces are
lined with high temperature resisting and anti-aroesion carben bricks instead ef
fire-proof bricks and the entire sides have been lined with cooling liners. The
bottoms are equipped with most modern autematic checking devices which detect
‘erssien by water at the bettom to insure safe productien. It is said that the
renovation has increased the life of these furnaces by at least 25%.

A hot blast furnace, which has a direct relatiens in preduction increase

and in decrease of ceke consumpbion.sf the: blast farnaces, had been renovated

to utilize modern techniques. The No. 9 furnace is now able to preduce 1230° C

dempared: be arsind 1000° C prior te renevation. It is said that such high tem-
perature is rarely seem in steel industry of the world. The increase in blast

temperature results in saving of about LOkg of cokes for every ton ef ores re-

fined and the productien has increased by 8%.

All fire resisting materials, electrical and mechanical equipment used in
the renevation of blast furnaces were made domestically by the Chinese. Engi-
neers. of-Chingking and Anshan Ferrous Metallurgical Designing Academies, whe
carried out the renovation work, not only acquired modern technical experiences
but succeeded in intreducing technical reforms to many blast furnace worknfs ef
China.

Ds Chungking Steel Company Produced L2 New Steel Products

The Chungking Steel Company alse produced great results during 1965.
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The company succeeded in producing L2 new steel products including composite
stainless steel plates used in manufacture-of facilities for chemical and petroleum
dindustries. Small channel steel, I steel, medium concave type flat steel for
nanufacture of parts for agricultural equipment, such as tractors and ceombines,and
props for mines are also being produced,

The composite stainless manufactured successfully have the anti-corrosion
characteristics of the alley steel and the merits of the carbon steel. The
Manufacture of composite stainless not only econemize the use of nickel and
chrome but cest much less than the ordinary stainless steel plates. Technical
aspects and rolling techniques used in the manufacture of curved steel materizal
for mines were very difficult, but the designers weorked together with the plant
workers and evercame the difficulties. The company succeeded in rolling L2 new
products within the one year period and these new preducts will go inte mass
production from 1966.

In addition, the Chungking Steel Company maintains a top pesition in the
production of steel plates for ship building and boilers. Steel plates from
this plant are shipped directly to "several tens" boiler plants and ship yards.
During the past year (1965), the acceptance rate of plates for beilers went up
to 99.8% and the plates fer ships rose te 99.86%, which shows an improvement of

0.16% and .11% respectively over the rate at the beginning of the year.

E. Special Results Obtained by Metallurgical Industries in Peiping

The metallurgical industry in Peiping produced umusual results in powder

metallurgy, rare earth nodular graphite cast iron preoducts and precisien steel
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wires for instruments and guages.

Peiping area is making a rapid development in powder metalliurgy. Over
300 new poducts are produced. These include iron, copper, molybdenum, tungsten
and nickel powders pressed into various bearing metals, machine parts, filters,
electronic and refrigeration elements and inte hard metals, such as diamend
metallurgical tools, ferrite materials and "hard to melt" metals. These products
are being widely used in autemobiles, tractors, textile machineries, agricul-
tural equipment and measuring instruments. The oil-less bearing metal of iren
powder metallurgy produced last year by the Peiping T'ien-ch'iao Powder Metal-
lugical Plant is now being used in mamufacture of close to 100 types and speci-
ficatiens. Over 900,000 pieces have been produced. The production of this type
alone saved 250 tons of bronze last year [presumably by the plant]. In the past,
parts for scrapers and pumps manufactured by Peiping No.1 General Use Machines
Plant wese first cast the bronze an&j;achincé but has changed to powder metzl-
lurgy. The quality of the compressed copper powder meets the specifications
and the first production of 30,000 parts has already saved 10.8 tons of bronze,
33,000 man hours and about 25 milling machines.

The nedular graphite cast iron produced in Peiping is known for its long
life. This type@cast ircn produced by adding rare earth elements is used for
roller at rolling mills, bearing metals for locomotives, crank axles for auto-
mobiles and parts fer machinerdés used in agriculture, textile, chemical indus-
try and medical equipment.

A rare earth high silicon heat resisting grinder studied and test manufac~

tured jointly by the repair and assembly plant of the Peiping Flectric Train
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Company and the Ch'ing-hua University showed no signs of wear or scraiches even
after using it for over 50 times. A heat resisting grinder of high carbon steel
would require a replavement after 20 uses. The cast iron roller processed with
rare earth elements by the Peiping Roller Plant has three times the life of a
reller of magnesium cast iron roll and twice the life of a c&st steel roll.

A spheroidizing agent is used in the manufacture of nodular graphite cast
iron, but the use of magnesium created high rate eof rejects because the cast
materials from this type of cast iron often had defects of some sert. Further-
more, magnesium powder put into a boiling water causes a violent heat radiatien
and a cloud of dust and smoke which can be detrimental to workers' health.

However, the use of rare earth elements (commonly known for 15 lanthanium tyoes

‘Eﬁiiﬁﬁinipariodie*$nﬁigﬁif Mendelev {phonetic] element and yttrium and scandium)
as spheroidizing agent removed most of the above problems.

The Peiping Steel Thread Plant succeeded in producing electric resistance
parts of iren, chrome and aluminum for remote control and remote measuring.
The product is almost invisible te the naked eyes but pessess a high electric
resistance rate and is very sensitive. This is also used in measuring devices,
medical facilities and communication devices. Not teo many ceuntries are able
to produce such a fine product.

The Peiping Steel Thread Plant ix made up of fermer 16 repe facteries started

to contribute toward meeting the demand of the nation in 1958 and succeeded in the

manufacture of iron-chrome-aluminum preduct in 1961. The plant tesk:manufdotarsd

112 items during 1965.
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PHOTOS AND FEATURES OF CHINESE INDUSTRY, 15 4pril 1966
NOTEWORTH RESULTS OBTAINED BY CHINESE IRON AND STEEL INDUSTRY
ORDINARY LOW ALLOY STEEL

China succeeded in refining a werld's latest "erdinary lew alley steel',
which will be further develeped during the third 5 year plan.

This new type of steel refined frem eres of varieus metal paragenesis
preduced abundantly in China will prebably replace the traditienal carben steel,
which helds the tep pesitien in medern iren and steel industry ef the werld.
Most ef the ceuntries still uses carben steel in mest ef the machineries, trans-
pertatien equipment and censtructien materials and alley steel is used in small
number ef preducts requiring special precisien and quality. The werld's carben
steel preductien is areund 90% ef the entire steel preductien. China has been
fellewing the same pattern; hewever, the heavier, mere breakable, mere suscep-
tible te cerresien and less durable carben steel dees net meet the demand of the
Chinese peeple's ecenemic develepment. Therefere, they decided te break away
frem the "western sphere of influence" and started en a great revelutien ef the
Chinese ifon and steel industry. The new "erdinary lew alley steel" is the pre-
duct ef this revelutien.

Many Others Being
A. 1) Iypes B#ing Re fjned and/Test Manufactured

Accbrding te the Peiping NCNA ef 9 February, China has succeeded in refining
1L different types of erdinary lew alley steel and tens of new types are being

tested., It stated that thase new steel can be refined in an erdinary facilities
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using an erdirary methed. The preductien methed is mere simple than the methed
used fer special steel. Fhfthermare, the cest ef preductien is cheaper, the
preductien scale can be lirge and the usage 1s as great as the carben steel, but
superier in strength, perfermance, antieserresien, ﬁ?rﬂbility and lengevity. The
preducts made out of erdinary lew alley steel eutlast preducts ef carben steel by
30 te 109%.:r1n geme cases, this lew alley steel can be substituted fer nickel-
chrom§ alley steel. -

A large use of erdinary lew alley steel in China during the past few years
Q@@}iny revelutienized the steel preducts but alse previded an advantageus cen-
ditien in revelutienizing the ether econemic areas. Fer axample, bridges are new
being censtructed eut ef erdinary lew alley steel and are welded instedd ef being
riveted. The use ef this new material cut dewn the weight and materisl and sim-
plified the censtructien werk and increased the life expectancy. The use of new
steel in a preductien ef high pressure centainer set capable ef preducing 50,000
tens ef synthetic ammenia a year, cut the weight ef each set by LOZ, reduce the
eperating time by abeut LO% and lewer the cest ef preductien prepertienately.
Over 100,000,000 tens ef ffeight were tzansperted ever rails made of lew alley
steel but shewed little wear and the life expectancy ef these rails is esti-
mated te be twe te three times lenger. 'A: televisien tewer in Canten is 200
meters high and is built eut ef lew alley steel which resulted in the saving ef
20% in materials.

~In additien, erdinary lew alley steel is being used in transpertatien,
machineries, chemistry, petreleum and buildings. It is said that the quality ef

lecemetives and ether relling stecks, etean geing vessels, autemebiles, tracters,
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pressurized centainers, pewer statien facilities and large scale censtructien

materials is very geed.

B. Use ef Paragenetic Metal Ores Expands

There is great premise in use eof erdinary lew alley steel in China. The
NCHNA Qf 9 February stated: " A large quantity ef varieus types ef metal parage-
nesis eres and alleying reseurces were discevered and are being develeped. This
will previde an abundant supply fer the fubure large scale develepment ef erdi-
nary lew alley steel."

In regards te varieus paragensis eres ef China, a fereign metallurgist ence
said that these are cemplicated and hard te refine. Hewever, the Chinese iren
and steel werkers, while studying Mae's Verks, understeed the phrase "disadvan-
tageeus elements can be changed te advantageeus elements" and carried eut re-
peated researches and tests while werking and finally evercame the difficulty ef
refining the paragenesis eres. A read epened by the Chinese te utilize fully the

abundant paragenesis ere reseurces is highly appraised as bringing abeut an advan-

tageeus cenditien in premeting "greater, fastergiiifﬁiﬁiiiiiéiiiiﬁMiﬁtﬁicpupqt%if*
iren and steel industry ef China, in establishing China's ewn series ef iren and
steel preducts and in:increasing er evem surpassing the werld standard in types
and quality ef steel preducts.

C. Over 170 Steel Materials at Anshan Steel Cempany

Anshan Steel Cempany, a largest steel mill in China, has shewn especially
geed results in the refining ef lew alley steel. During 1965, Anshan Steel
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Cempany designed and pweduced over LOO new steel materials. Of these, 170 are
streng new materials made eut ef lew alleys. These new lew alley steel materials
are refined by mixing alleying elements, such as silicen, manganese, beren, and
rare earth inte an erdinary carben steel. An additien ef alleying elements causes
change in chemical cempesitiem which strengthens erdinary carben steel inte mat-
erials ef lew and high temperature resisting, wear resisting and sheck resisting
characteristics and said te have a better welding quality.

A medium plates plant ef Anshan Steel Cempany successfully test manufactured
lew alley steel plates ef 3mm thickness fer autemebile chassis frames. These will
replace the 6mm carben steel used in chassis ef small jeeps. The reductien in
weight affects the leading capacity and cut dewn en the cest. The werkers at a
large relling mill succeeded in test manufacture ef streng lew alley channel steel
in August [1965] te be used fer chassis in "Hung-ch'i" 100 type tracters because
frames built eut ef carben steel eften twist after a leng use and de net have the
pulling pewer. The new alley steel increased the pulling strength by 37%. Steel
plates, L-type steel, square steel and channel steel of lew alley steel fer brid-
ges are being mamufactured by a relling mill and a medium size relling mill ef the
Anshan Steel Cempany. The use of these new materials cuts dewn en the censtruc-
tien time and reduce the weight by 19%.

It is said that themmber of types of alley steel and low allay steel pre-
duced during January te Nevember of 1965 deubled that ef 1960 at the Almshan Steel
Cempany. During the first 5 year plan (1953- 1957), the Anshan Steel Cempany
preduced enly a little ameunt ef alley steel with an epen hearth furnace, but

the werkers respended te the demand ef peeple's ecenemic develepment, devised
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and expanded the use of an epen hearth furnace in the manufacture ef alley steel
during the past few years. The use eof & large epen hearth furnace is much mere
ecenemical than the electric furnace in the refining ef alley steel, but the
centrel ef heat and chemical cempesitien ef alley steel is relatively mere dif-
ficult in an epen hearth furnace. However, the werkers threugh assistance ef
engineers from the Institute ef Iren and Steel learned new techniques and suc-
ceeded after many experiments. They evercame the difficulties, started mass
preductien and centinue te impreve the quality.

The Anshan Steel Cempany alse succeeded in test manufacture ef pressure
hardening equipment, & facility fer preductien ef alley steel plates, 4 hard-
ening precess used in the preductien ef erdinary lew alley steel plates is te
impreve the strength, tenacity, ductility and impact ferce. In the past, the
Anshan Steel Cempany used vats te harden erdinary lew alley steel manually, but’
this methed requires great manpewer and $hé:quality ef the steel paltes cannet
be guaranteed. The new pressure hirdening machine eperated by push buttens
autematically bring heated erdinary lew alley steel plates inte the machine,
applies 100 tens ef pressure with ever 1000 herse heef shaped pressing devices
and temper the plates with water sheeting eut evenly and suddenly frem ever
20,000 apertures. Engineers, whe designed the machine, are all ypung men ef the
Design Department ef the Anshan Steel Cempany. Since these men were newly hired

and lacked experience, they teured areund ever ten sheps including relling and

repair sheps.’k:firstidesign of the pressure hardsning:mathine was:-mearly cem<
pleted dfiter three menths ef research and study and finally succeeded after
receiving ceoperatien eof the cencerned specialists and after repeated tests and

" renevatiens.
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D. Ordinary Lew Alley Cuprifereus Steel at Wuhan Steel Ce.

Wuhan Steel Cempany is new mass preducing erdinary lew alley cuprifereus
steel with a large epen hearth furnace. A principal ere bed of this cempany
has iren eres with relatively high cepper centent. The success in refining
this cuprifereus eres epened a way te utilize a large reseurce of cuprifereus
iren eres existing in China. Steel ef this preduct is stronger,?gitter plasti-
city, cerresien resisting and has lenger life expectancy and censidered geed
for bridges, ships, relling stecks and agricultubal machineries. These steel

materials are new being used in railreads, petreleum industry and machineries.
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PHOTOS ANN FEATURES OF CHINESE InpustHY, L Sept 60

RECENT IRON AND STEEL INDUSTRY IN COMMUNIST CHINA

Cemmunist China started its third S year slan fer the iren and
steel industry after undergeing an adjustment peried since 1961. The
entire iren and steel industry in China has made advance in preductivity,
quality and types ef preducts. The Peiping NCNA ef 15 June reperted that
steel, steel materials and pig irens preduced during Jamary threugh May
of 1966 far surpass these preduced during the same peried last year. The
preduction ef iren and steel during 1966 has impreved each menth and the
types of steel materials tetalling ever 250 have been successfully test
manufactured. M;sp of the test manufactured materials are eof high tem-
perature resisting, high pressure resisting and lew pressure resisting
materials. Ameng them are steel fer high pressure receptacles,uwhich
can resist several hundred atmespheric pressure,needed fer petreleum and
chemical industries; high heat resisting materials fer manufacture ef
internal cembustien engines and turbines and lew heat resisting materials
fer manufacture ef large exygem gas facilities. The preductien ef large
quantity ef steel materials has made Ccmnnuist China self sufficient and

thus destreyed the bleckade of China fermed by imperialism and revisienism.

Anshan Iren and Steel Cempany

The quantity and quality ef materials preduced by the Anshan Iren
and Steel Cempany [hereafter referped te as Anshan Steel)] have greatly
impreved and the cest ef preductien has been lewered censiderably (NCMA

' 20 June 66). Tt is said that the ameunt ef funds offered te the state by
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the Anshan Steel during the entire year ef 1965 is equivalent te the
ameunt required te build ninety chemical fertilizer plants ef 100,000
ten capacity lper annum] (NCNA 28 April), but the ameunt of materials
produced duriﬁg the first five menths ef 1966 is eneugh te build 50,000
"Chieh~-fang" brand trucks and the funds set aside fer the State is equal
te the ameunt needed fer the coenstructien ef over L0 large size blast
furnaces (NCNA 29 June). An average of 1.3 new preduct was preduced
each day during 1965 but the avéerage has risen te 2.1 and the ameunt ef
new preducts test preduced successfully during 1966 has already deubled
frem last year..

The preductien ef steel materials during the first quarter ef 1966
has gene 8% beyend the plans ef the Anshan Steel and the productien ef
steel ingets, cekes, firepreof materials and steel tubes has surpassed
the target. An iren ere productien is 15% greater fer the same peried
ef last year.

Anshan Steel preduced ever 5 million tens in 1959 after the basic
censtructien ef the cempany was cempleted. Steel inget preductien reached
L millien tens. After the "adjustment peried" froem 1961 te 1965, impreve-
ment in facilities was made te further imsreve the preductien ca’acitj.

During the "adjustment peried} which began in 1961, an emphasis was
placed en the seurce ef raw materials. A censtructien ef tw.‘Ta-ku-shan
iren ere mines, an iren ere mine fer epen-hearth furnace and a magnesite
mine was carried eut. By 1963, twelve new mines including these given

were established. Seme new plants were included ameng the new censtruc-
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tien which made pessible te include preducts such as sheet metals.

During 1965, an iren ere crushing plant at Yen-ch'ien-shan iren
ere mine, sintering and sifting facilities at Tung-an-shan Sintering FPlant,
an acid-alkali wash shep and a large exygen statien were cempleted. The
cempletion of these facilities has a great significance. Fer axample,

a mechanized ere crusher is capable ef crushing 60 tens ef eres in twe
minutes which impreves the preductien capability. The exygen maker at

the exygen statien is able te separate exygen frem nitregen by freezing the
air at -170° C. In ether werds, a basic cendithen required fer the epen
hearth exygen methed ef steel making has been established at the Anshan
Steel.

Furthermore, the Anshan Steel used the mest medern techniques in
renevating the large blast furnaces Ne.l, Ne.7, No.9 and Ne. 10 during
1965. Instead ef lining the bettem ef each blast furnace with fire-bricks,
high heat resisting- cerresisn resisting carben bricks were used and the
sides were fitted with ceeling linings. New autematic detecters te detect
corresien and burning threugh have been installed at the betteoms ef these
furnaceéi"ﬁggiair furnaces, which have a direct bearing en the produc-
tien increase of blast furnaces and en the censumptien ef cekes, have alse
undergene renevatien with medern techniques. The results have been great.

For axample, the het-air temperature at Ne.9 blast furnace after the rene-

vatien has been increased te 1230° C.
Many new technigyues and facilities have been intreduced at the Anshan

Steel. A new relling technique used at the steel plates factery increased
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the preductien capacity by 20% (NCNA 10 April 1966). The water ceeling
methikd used in heating furnace, epen hearth furnace and blast furnace is
being replaced by a vaperizatien ceeling system. It is calculated that

if the entire furnaces in Anshan Steel were te be cenvertéd te the vaper~
izatien system, a saving ef 110,000 tens ef ceal sach year, and a reduct-
ien of 19 beilers and 10, beilermen can be realized. The steam produced
by the vaperizatien ceeling methed is used in manufacturing precesses and
in hemes. At the present time, all epen hearth furnaces, part ef the small
and medium size relling furnaces at the Anshan Steel have been cenverted te
the vaperizatien methed. A test en use ef this system en blade epening ef
blast furnace has been generally cempleted. A cenversien te the vaperi-
zatien system can be dene quite reasenably and the results are geed. The
entire expenses can be recevered in a shert time and the life eof the ceel~
ing facilities can be extended. At the same time, the quality ef preducts
has been impreved. The Anshan Steel is alse cenducting tests en the use
of het air blewing instead of a gas in sintering, en preductien ef certain
steel alleys, which were fermerly preduced enly by &n electric furnace,
threugh an epen hearth furnace, en develepment ef new techniques te cense-
lidate 8 precesses used in steel tube casting plant inte a single opera~
tien and en develepment ef a dry magnetic ere separating plant (NCNA 28
April 1966).

Chungkingﬁgrun and Steel Cempany

There has been cemparatively many news en Chiungking Iren and Steel
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Cempany (hereafter referred te as the Cempany), which indicates that the
Cempany preduced results werthy ef special mentiening. The NCNA ef 3 May
reperted that Cempany sreduced 32 new steel preducts during the first
quarter of 1966, The new preducts include alley strutture steel plates
and seamless alley steel tubes fer petreleum cracking facilities, varieus
het relled steels, superier grade steel materials, special type steel
pipes and special stecl plates which were net preduced in Cemmunist China.
The Cempany net enly succeeded in test manufacture of twe new types of
alley structure steel plates fer KURAMAI [phenetic] eil fields in Sinkiang,
but alse new materials vital te the manufacture ef turbines and alse fer
ceal gas blewing facilities used in metallurgical, chemical and mining
industries. The mass preductien ef the new steel materials selved the
urgent need fer ceal gas blewing facilities at 17 industries and enter-
prises threugheut the ceuntry. The Cempany alse started en a mass pred-
uctien ef steel materials fer agricultural use frem this year. These ma-
terials include steel plates, die steel and seamless steel tubes fer va~-
rieus agricultural machineries and equipment. After realizing the value
of hexagenal steel tars fer excavatien ef meuntains and fer drilling in
building farms, a pesitive imprevement in eperatien was made.

The Cempany carried out a basic censtructien en a large scale te
prepare fer preductien during the "adjustment peried." The Cempany start-
ed en 10 prejects te be cempleted by the third quarter ef 1963. Included
in these prejects are: (1) censtructien ef new type ceke secendary preduct

recevery plant, (2) expansien ef pertien ef plant fer expansien ef speci-
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ficatiens and types ef steel fer agricultural use, (3) exwpansien ef seam-
less tube plant te include preductien ef ever twenty types of smaller
tubes, (L) technical imprevement ef essential facilities fer excavatien,
ere dressing, crushing and precessing at Ch'i-chiang Iren Mine and (5)
expansien ef limestene and delemite mines. It was alse reperted that an
8,000 ten annual capacity ammenium sulphate plate and a crude benzens
plant were cempleted in December ef 1963. Accerding te a Chinese news-
paper of 9 Nevember 196k, the first phase of the technical referms in
small and medium size relling plants has been cempleted at the Cempany
and the preductien ef steel per heur has been increased by 10%. Further-
mere, the mass preductien and quality imprevement ef mere cemplicated
special steel materials (sheet steel, T -steel, I-steel, square steel,
channel steel%~which required difficult manufacturing precesses, were

made pessible.

Shih-ching-shan Iren and Steel Company

Since the "adjustment peried", the Shih-ching-shan Iren and Steel
Cempany in Peiping [hereéfter reférred te as the Cempany] has been making
a steady pregress. It is neted that this Company expanded the converter
steel making plant using the exygen "upper blewing [literal translatien{"
steel making precess,which has never been used in Cemmnist China up te
this time, in early part of 1965. This exygen blewing methed is a new
metallurgical technique even internatienally. The facilities at the Cem-

pany were designed, manufactured and installed cempletely by the Chinese
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themselves,
Daring 1958 threugh 1960, the Cempany put Ne.3 blast furnace , Ne.3
coke evan and sintering slant inte eperatien. The eld Ne.l blast furnace

of 1920 European type and the Ne.2 blast furnace ef eld Japanese type

were cempletely cenverted and medernized. The Ne.3 Blast furnace, which
was cepied frem a fereign type, had a tep charging epening fer 20 tens
and had te be replaced each year. The charging epening was strengthened
in 1963 and is new able te handle ever 1 millien tens ef eres and cekes
each year and the epening which has been used fer over twe yegrs is still
dgntact.

The Cempany eliminated the danger ef an explesien and Succeeded in
continues blewing ef pulverized ceal in blast furnace during the year eof
1965. The blewing has reached 30% ef the tetal fuel lead ef the furhace.
It is said that this pulverized ceal blewing technique: has net been fully
accemplished by ether advanced natiens. The success achieved in China in-
dicates the tep technical level China achieved in the metallurgical indus-

try. The Cempany has achieved injectien ef pulverized anthracite ceal

amounting te 307 ef the tetal fuel used and created cembustien with cekes
in the inget steel precess witheut causing hindrance te the nermal eper-
atien ef the blast furnace and witheut less ef heat. The Cempany started
the test en this injectien technique during the summer eof 1963. During
the teast, spentaneeus cembustien eccurred twice and a miner explesien
occurred te cause injury te seme persennel. Scientists and designers

arrived frem Shanghai, Hang-cheu and Nanking and carried varieus resear-
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ches with varying size pulverized ceal, types of ceal and under differ-
ent temperature which cause explesien. After hundreds ef tests, they
finally succeeded &n eliminating the danger ef explesien. The use ef
centinuous blewing ef pulverized ceal cut dewn the cekes needed fer each
ton of pig iren frem 500 kg te about LOO kg. This cut the cest ef pig
irens by 2,657 and the ratie ef acceptability te 100%.

The new technique of pulverizsd ceal blast furnace cembustien methed
has been adepted by Anshan Iren and Steel Cempany. Fer many years, The
Anshan Steel used crude eil, ceal tar and a mixture ef crude eil and
cokes gas as fuels. Ne.9 blast furnace at the Anshan Steel was the first
te use the new methed. The amdunt ef cekes per ten of pig irens decreased
frem L8Lkg te less than LOO kg. This ratie ef cekes used in a large
blast furnace is the lewest in the werld. The scientists whe accemplished
the finding ef new technique are yeung men whe just graduabed frem celleges
net many years age. It is said that the new injectien device was cempleted

in a shert time of ten days. (NCNA 10 Feb 1966).
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Advances in the
Communist China's RapidiyxRewsimpixg/Peaceful
Utilization of Atomic Energy

Communist China dréw the attenmtion of the world twicewith her —  ——
successful testing ef the-atomie bemb - once & year ago and again this year,
But she is,,also_attainingrgpi_d .advances in the peaceful utilization of

~atomic energy. _They include  noticeable results 1n the fields oi‘ industry,

agrlculture, medicine and sanitation, education and scientific research.

Chicom scientific research in atomic energy developed af‘ter the 1iberation.

There were only abomt ten atomic energy ‘scientists in Communist China pI‘lOI‘
7 one small
to the liberation and she did not even possess xxxm:ﬁ/ accelerator but,

‘following the liberation; she began laying emphasis-on the study and- — - .

-practical application of atomic energy, exerting her efforts in the
on the rapid
development of young scientists, and mtlm/ development of research
‘being employed
activ:.ties. By 1955 5 she had grasped the techniques/in several ereas of

atomic energy science, constructed facilities , and emba.rked on research

activities. In 1955, she began constructing atomic furnaces and accelerators o

¥mx research center sponsored Jjointly by the socialist countries;-was— -
19%6. dispatched
- established- in/;fms&ﬁﬁx—Communist_China_alsomm:ﬁqi,lher atomic energy _

_..8cientists to participate in Joint research at this center( The 47 Chinese

scientists ‘who were studying at this center, returned to China in June

1965 ) Thus, by the time the first 5-Year Plan was completcd the nucleus

ni for research and study of atomic energy science had been for_rned in the

~ in industry and medicime, T T T e
~The-Atomic-Energy Institute of the Chimese Academy of. Sciences perfected = .__
-2 10,000 KW heavy-water. type experimental atomic furnace and a 25,000,000 @xx

8 V cyelotron in 1958. She also began operating a Chin-designed 2,500,000

eV proton eloctrostatie accelerator and voltage doubling equipment, Subsequently,

from 1958 through 1959, the professors and students of va.rious universities

constructed a 60 ,000 & V experimental eyclotron (Szechwan University),

experimental atomic furnace (Physics Department of Nan-k 'ai ‘University), a

~25000,000-6-V cyclotron—{Tientsin University), «-10;000,000¢ V induction . |

o accelcrator (E'Lectrical Machinery Department, Hua-ch Engineer%% Gellege)
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and d31,000,000 Q@ V cycletron (Physics Department, Hsi-nan Normal College).

In June 1959, the Soviet Covernmemt umilaterally abrogated the Sino-

 Soviet pact signed im October 1957 calling for new techmiques in national

defense and refised to provide Communist China with atomic bomb samples and T~ T

-~ techm ecal dtta~—-:E‘pr~producing-~-nteni~e-benbe;v~i~n~~July«l»960,~ the Soviet -Govermment - -

Hucllctergllzn:h;ggutcd breached the 343—poiet contract and comtract supplement

withdrew all of the 1,390 Soviet techmicians from Communist China and

calling for Soviet techmicians and the 267—item selentific and technical

cooperation pact, Confromted with these Soviet outrages, Communist Chim

" procecded to dcvelop the atomic bomb and : atomic energy science through her

~ own "e'f‘fo:i"ts s successfully exploded the atomic bomb and shé is making

""'noteworthy ‘advances in the peaceful utilization of-atomic—energy. Chicom -

advances

- pxxgxess/in the peaceful utildzatiom of atomic -energy, based primarily on . . _

are
.an article in the Chung-kuo Hsin-wen (26 July 1%5), ix/as follows:

ractical Applicat;on in Industrial Productlo

Atomic energy is being applied extensively in mm various industrial

fields including iron and steel metallurgy, machinery, measurlng instruments,

chemicals, construction, hydroelectric pcwer, shipbuilding, petrcleum, coal =~

“Tand geclogy, and mEREXERXENE application of atomicenergy s being— ——————
— —-——populerizedin-many-of these fields. For emample, the use of ihm radiatiom . _ _ |

for

¥n/detecting demages in ship hulls, large boilers and multi-layer precision-

7 engineered closed receptacles is already one of the vital fazkeEx steps in

e ~detection
the production process in many Chicom factories. This demage dwkemking/

S . -— radiation technique ...

method plays a v:l.tal role in quality production. Again, the mppikiwmkimn/

__is being employed in the iron

sfxeatixiimnxkexhniones/ and steel industry and the metallurgy industry
for

- Tor the automatic control of continuous *et‘eel“ ingot casting,mi- m/contr‘olli'rg“ R

-m®-the -thickness-of rolled steel, and for conducting research on. the.-- e —
mechanical have reportedly
_reduction of/friction for certain special slloys. Fixed data hmm/atwmady

study reduction of friction in ultra—hard cutting tools including xzﬂhmtmpm

radioisotopes and to study the condition oﬂ welded joints on shlps. In the

ares of geclogical studies, isotopes have been used to measure the absolute

“age of geologlical formations; specific results have been ‘attained and the
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absoﬁpte age of over 400 geological formatioms have reportedly been

ascertained to date. For example, ihm this method was used to ascertain

that the rock formation on SHISHAPANMA [phonetic/in Tibet, the 14th highest

¥

“mountein in the world, was 13,000,000 years old,  ~ ~—— ~ T oo e

Eractical Application inAericultural Produetion — — - o

_— ,_M;In,line.niihVjiuijn&mjllipolicy of developing the people's economy

_based on agriculture with industry as the main guiding nand the tempo of

experiments and research in the praoticel application of atomic energy imx

in agricultural production has been accelerated and Chicom egricultural

science technicians have attained results in & series of vital areas such

~ as seed propagation, erop protection and soll analysis, -
By using “the radiation rays of -isotopes; Communist-China -has-developed — - -
r~neW~seed-strainswfor,agrieulturalmproducts_suchﬁas_Inngepeiisoyvbeenswxﬂdudngnngw S

_(high-yield, high oil content, lodging-resistant and disease-resistant),

Kwangtung domesticated silkworms (withstand high and variable temperatures,

durable, high-yield cocooms and superior-quality fiber) and paddy rice with

firm stalks, multiple heads and high yield They are being tested and

planted extensively in the fields and they are being received favorebly by
Results are being attained through the

~ the farmers. Shaxappiimkimmufxizwkapwxrarnxukse/ application of isotopes
~'onmother'prcduets“saeh—is~wheatTeeeraq~£ruit—trees~and—varieuswvegetablesm»7A-m—-————
_ (radiation treatment of seeds)and isotopes _are also being applied im 2x to

veterinary medicine,
‘aximxxhuxiandxy/ marime products and agricultural chemicals. Experimental

problems are also being resolved For example, isotopes are being used to

advance research on the application of artificial lighting on rice and

research on the absorption of phosPhatic“fertilizer by rapeseed during the

‘winter seascn.

‘”"““““'“““v““The Chinese agricultural scientists-used-isotopes-as tracers te~§i§£:;;
summarized
. _%h eimtritimwphySLQngyi,QLplmts,, _zewpdieaked/the extensive production-

_increasing experiences of the farmers and prepared the groundwork for

the propagation of these experiences. The egricultural scientists of Kiangsu

Province sdopted this procedure, summarized the paddy rice high—yield

| CU1tlvati0n experiences of the renowned agricultumal scientist CH'EN Yungu i

'ang?nngUIarized thes procedure throughout the vast T'ai-hu District over

Wmmmmmmm
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Practical Application in Medicime and. Sani
) is also being conducted

- Research/in the use of isctopes to diagnose and treat serious ailments,

E’xtensive research inthis area is being conducted in many of the hospitals
—-and. medical colleges-in variocus provinces and ecities -threughout- China. The use— ——

~of isotopes to diagnose and treat thyroid gland _[ai]ments/ 5. tumors, cancers.

(cancer of the esOphagus s lung cancer, cancer of the cervix, cancer of the

breas‘t), erythrocytes, syringomyelia and mxaigie neurodermatitis is being

practised in certain appropriately equipped hospitals with highly favorable

~ results. The -%anghai Onecclogy Hospital has been treating its patients with

~ Cobalt 60 radiation treatments with favorable results, _ T

- {s otopes-are being-applied4in various areas “of ~pathological physiolo 2y,
obioct;emisi:ry,,,morpholcgy,;nadiationbiolog;c.,.and-.endocrinology,,,Chicom,,,. B

____medical practitioners are also using tracers to study and summarize the

experlences of Chinese herb doctors and Chinese herb medicine,

Qeli‘-Produc‘lzlon of Isotc;ges and Resesrch Facilities
: - S --——and profitably

Atomic energy is also being used extensively/in the educational and

 scientific fields. Many ‘of the ‘isotopes and their compounds, which are

needed for devéloping applied Tesesrch im physics; “engineering, agriculture— -~
- -—and mediciney- ~are—-be—:bng»—preduesd-«by~@emuaiet—(—‘,himfu'llhoMpment_indispensable—_—_

_ for research such as radistion measuring instruments and accelerators are also

~ being designed and manufactured by Communist China. As mentioned el.rlier,

Chicom scientists » university professore and students constructed their

own proton electrostatlc accelerator, experimental atomic furnace, induction -

accelerator, etc. from 1958 through 1959 and, in 1%3, a China-designed
several million ¢V electron electrostatic accélerator was successfully ——
- trhi*manufacture&-dn—ﬂhtnghai—.- This-eleectron-electrostatic accelerator is |

.akvr._,_perﬁorming_welljnd operating normally within the Shanghei Municipal Science

Institute. _It is capable of generating a voltage of several million volts to

accelerate electrically charged particles to extremely high speeds. It is a

new type equipment for producing radis.tion rays for atomic energy resesrch,

The radiatioxi rays generated by this accelerator can be used to detect

~ cavities or blowholes in large castings, to test the quality of welds;
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to stimulate the growth and development of agricultural products,amt to
eliminate crop damage due to blight and»npxious insects, to treat cancer,
to sﬁerilize mediéal éﬁf;iies and instruments and as a source of radiation
fer rediation chemistry. R .

“"Communist China has also successfully constructed an atomic mzwx mass
analyzer for measuring isotcpes -through the cooperative efforts of the
Pei-ching Chemical Measuring Instruments Plant and the Gasecus Body Analyzing
and Méasuring Instruments Plant cf the Chinese Academy ‘of Sciences. This
atomic mass analyzer is a complex measuring instrument cé%é?ised of over
29,000 parts. Eﬁéhtyrﬁgfée;t of fﬁe several tens of téchnical cadres and
several hundreds of technical workers, who participated in the construction

~ of this analyzer, were inexperienced in the construction of a measuring
instrument of this nature. They failed 41 times in %m the trial manufacturing
of its principle parts but reportedly met with success in their 4l1st attempt.

Many of the radiat;gn instruments designed and copstructed by Chicom
scientists are already being applied in technical science, scientific
research and production; For example, xh= arradioactive dirt and sand aensimeter
for heasuring the rate of sediment formation and the volume of sand included
in the sediment is already being used in the Yellow River Water Conservation

Project to resolve actual problems, -
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